4'-0" MIN. PIT DEPTH

12'-6" MIN. OVERHEAD

8'-0" ROUGH OPENING

7'-0" CLEAR OPENING

8'-0" CAB HEIGHT

8'-0 1/4" CAB HEIGHT

4'-0" MIN. PIT DEPTH

TOTAL FLOOR TO FLOOR TRAVEL

SECTION A-A
NOT TO SCALE

HOIST BEAM
5,000 lb CAPACITY
(BY OTHERS)

PASSENGER HOLELESS
ELEVATION VIEW

CAPACITY 2500 lbs.

TWO SPEED

PU IN THE REAR

25MRLHTS1E14
INSIDE CAB DIM
6'-8" x 4'-3"

SUMP OR DRAIN

3'-6" x 7'-0" DOOR

1'-0"

TWO SPEED HOISTWAY PLAN

4'-6" OPENING

5'-8" ROUGH OPENING

7'-0" PLATFORM

7'-2 7/8" DISTANCE BETWEEN GUIDES

8'-4" CLEAR HOISTWAY

2'-11"

8"

6 9/16"

1'-11/4"

7'-0" PLATFORM

5'-2" PLATFORM

2'-11 3/4"

2'-11 1/4"

6'-11" CLEAR HOISTWAY

1'-11/4"

7'-3/4"